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Dear Supplier, 
                   
                     Spotlight  Pty Ltd Quality Assurance  
                      
                      As part of Spotlight Pty Ltd Quality Improvement 
initiative we are introducing  some Fabric Testing Specifications 
and Standards as a guideline for quality verification, 
                  We expect all future Spotlight orders of fabric related 
goods to be tested against these specifications. All reports must 
be forwarded to the Spotlight Quality Assurance Manager as well 
as the buyer for approval and release of the goods to be shipped. 
Vendor to cover the cost of testing. 
                   The Testing certificate will be valid for one year from 
the date of issue. Further supply of the same product after the 
expiry date require a new certificate .Any colour and / or 
construction changes to the product require a new test report. 
                   Please note that the Testing against all other 
Australian Mandatory Standards ( as per the countries of sale ) 
for Non -Textile goods are obviously still required and all relevant 
test reports must be submitted to the Spotlight Quality Assurance 
Manager as well as the buyer for manufacture / shipping 
approval. 
                  Attached to the Specification document is the list of 
Approved Testing Facilities to be used for all testing. These 
facilities are aware of the Spotlight Testing Requirements and will 
test accordingly. 
                   Please feel free to contact our Quality Assurance 
Manager if you may have any queries in this regard. 
 
 
Sincerely Yours. 
 
Mark Goddard                                         Selwyn Prince 
       CEO                                            Quality Assurance Manager 
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FABRIC TEST SPECIFICATIONS 
 
Please note that: 
 
1.All testing must be conducted in a Spotlight approved Laboratory or    
   approved by the Spotlight Quality Assurance manager if not listed 
2.The test sample must be from the bulk fabric as supplied for the nominated   
    order 
3. Shades lighter than 1/25 depth : No rubbing , water or Perspiration   
    fastness tests are required. 
4. A Textile product supplied in different colours as separate items must be  
    tested for colour fastness in every colour. In this case the fabric quality  
    performance need to be tested in one colour only. 
5. Fabric failing any of te designated tests may result in cancellation of the  
    relevant order. 
6. Fabric must be of merchantable quality and fit for the purpose claimed 
7.Spotlight reserves the right to conduct a visual assessment of colour  
   matching between production runs to ensure a ‘commercial match’  of dyed  
   and printed fabrics, trims & embellishments. 
 
8. Approval of all reports are at the discretion of the Spotlight Quality  
    Assurance Manager and notification will be issued within 24 hrs of receipt of   
    the report. 
 
NB : Formaldehyde in Apparel and Furnishing Fabrics 
 
         In conjunction with all the required tests listed a formaldehyde test 
report must also be issued for all Apparel and Furnishing fabrics that 
has been Pigment Printed  as well as fabrics given a formaldehyde 
based anti shrink / crease resist resin finish. 
 
Maximum Residual limits of Free Formaldehyde: 
 

- 30 parts per million for infant garments 
- 75 parts per million for garments which contact the skin 
- 300 parts per million for other garments or fabrics 

 
Test Method :    EN ISO 14184 Part 1  
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RECOMMENDED TESTS FOR ALL TEXTILE CATEGORIES 
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Test Requirement                     
Fibre Content C C C C C C C C C C C C C C C C C C C 
Item total weight    O   M  M M M O    M M   
Fabric Weight M M O O M M M O O M M   M M O M O M 
Filling Weight  M   O M M          M   
Fabric Construction M M O  O M M M M M M   M M O O  C 
Pile Construction   O       M M M    O    
Item Thickness     O       O M     O  
Feather Fill      C C             
Tear Strength O       O       O    O 
Pilling Resistance T/C T/C  O O O  O O          T/C 
Seam Slippage O O      O O        O  O 
Dimensional 
change in Washing 

M M M M M M  M O M M   M M M M  M 

Colourfastness to 
washing 

M M  M    M M M M   M M M M  M 

Colourfastness to 
perspiration 

M - - - - - - O - O O - - - - - - - M 

Colourfastness to 
rubbing 

M M  M    M M M M   M M  M  M 

Colourfastness to 
water 

O O  O    O O O M    M M M  M 

Colourfastness to 
light 

O O      O   M   M     M 

Colourfastness to 
chlorinated water 

          M        O 

Colourfastness to 
seawater 

          M        O 

Appearance after 
washing 

O O M O O O M O M O O M  O O  M  O 

Warmth rating  O    O           M   
Water absorbency          M M M    M    
Wettability          M M M    M    
Suggested care 
instruction 

C C C C C C C C C C C C C C C C C C C 

M – Mandatory testing     O – Optional Testing   C – Confirm to contract                    
T/C – Polyester / Cotton blend only 
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TEST GUIDELINES FOR NONE-TEXTILE CATEGORIES 
   

FOODWARE 
   
   
PRODUCTS PROPERTIES TESTED STANDARD REFERENCE 

 
    

 
    

Glazed ceramics Metal release test (Pb , Cd) BS6748    * 

Glasswear Metal release test (Pb , Cd) BS6748 
Melamine 
container Toxic Substance free EU Food Grade Direct ive 2004/1935/EC 

Metal Utensils Metal release test (Pb , Cd) BS6748 

   

   

   

 
 
* NB    Test Highly Recommended for Ceramic Food ware only. Test 
on other products optional or when requested by Spotlight. 
 
 
 
 
 
 
 
 
 
 
 
 



 

 7

 
1/09/2010 
 
 
 
 
 

TEST GUIDELINES FOR NONE-TEXTILE CATEGORIES 
   

TOYS / ELECTRICAL  AND OTHER PRODUCTS 
   
   
PRODUCTS PROPERTIES TESTED STANDARD REFERENCE 

 
    

 
    

Toys and Related 
Products 

Toxicity    (15 Substances of Very 
High Concern)  SVHC  ASTM F963-08 or EC1907/2006 

Toys and Re lated 
Products 

Phthalates and related products       
( eg. DEHP) AS/NZSISO 8124.1:2002 

Liquid Filled Toys Biological / Microbial 
USP30.2007 General Chapter 61 
(Microbe Test) 

Toys and Related 
Products Flammability EN71 Part 2 + A1:2007 
Toys and Related 
Products Leachable Chemicals ( Lead etc.) 

AS/ NZS ISOn8124.3-2003 or EN71 
Part3:19194 +A!:200 

Toys and Related 
Products Mechanical (Safety) EN71 Part1:2005 
Toys and Related 
Products 

Electrical Compliance  (where 
applicable) AS/NZS4417 – AS NZS 60950.1:2003 

Toys and Related 
Products Graphical Symbol for Age Warning EN71 Part  6:1994 

Electrical Goods Electrical Compliance Certificates  AS/NZS4417 – AS NZS 60950.1:2003 

Electric Blankets Electrical Compliance Certificate s AS/NZS 60335.2.17:2004 INC.AMEND. I 

Bean bags Mandatory Safety and labelling 
Trade Practice (Consumer Product 
Safety Standard) Regulation 1979 

Hot Water Bottles General Safety Compliance BS 1970  : 2006 
Corded Window 
Covers 

Safety Warning Labelling  As per Australian Mandatory Standard 
Effective 1 st January 2011 

          “ Cord Release Test APP. A of ANSI/ WCHA A100.1-1996 

Candles Wick Lead Content Banned – ASTM E1613-99 or  Similar 

Venetian Blinds Mechanical Endurance- Tilt /Rotate EN 13120:2009 ( Non- Mandatory)  # 

Jewellery Lead , Nickel and Cadmium free BS36748 

Paints and inks Toxic substances AS/NZS ISO 8124.7- 2003 

 
 
* NB These are Mandatory Test Requirements   
 This list is not exhaustive as other tests may be requested when 
needed. 
The supplier must be familiar with all other safety  requirements 
for children’s toys : eg size, pull string attachme nt, toy stuffing, 
water toys etc. 
 
#- Non Mandatory  
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   
FABRIC TYPE NORMAL KNITS WITHOUT ELASTANE    
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 * DIMENSIONAL STABILITY 50° C GENTLE CYC LE (X3) L/DRY- L ±5% max 
AATCC135 / 
AS2001.5.4 

* DIMENSIONAL STABILITY 50° C GENTLE CYCLE (X3) L/D RY-
W ±5% max 

ISO16322.2.3 / 
AATCC179 mtd1 opt1 (SKEW) SPIRALITY BEFORE WASH  (SINGLE JERSEY ONLY) 7% max 
ISO16322.2.3 / 
AATCC179 mtd1 opt1 SPIRALITY AFTER X3 WASH (SINGLE JERSEY ONLY ) 7% max 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-COTTON 3-4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-NYLON 4  min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS2001.4.15 COLOURFASTNESS TO WATER-COTTON 3-4 min 
ISO 105 E01 / 
AS2001.4.15 COLOURFASTNESS TO WATER-NYLON 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PRESPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PRESPIRATION-COTTON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PRESPIRATION-NYLON 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                     -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                     -WET 3 min 
AS2001.4.B02 / 
AS2001.4.21 LIGHT FASTNESS (XENON ARC LAMP) or (MBTF)  3-4 min 

ENISO12945-1 ICI PILL BEFORE WASH                                                           4 hrs  N/A 

ENISO12945-1 
ICI PILL AFTER WASH (SYNTHETIC RICH ONLY) AFTER 
 I X MACH WASH                                                                       4 hrs  3-4 min 

BSEN14704-1 mtd  A STRETCH-WARP                                                                          3N  30% min 

BSEN14704-1 mtd  A STRETCH-WEFT                                                                           3N  60% min 

BSEN14704-1 m A RESIDUAL EXTENSION-WARP  10% max 

BSEN14704-1 m A RESIDUAL EXTENSION-WEFT 15% max 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY (3X WASH CYCLE) 

No noticeable 
change 
CC: 3-4 min 

AS2001.2.13 FABRIC WEIGHT  +-5% 

 
 
* NB    All fabrics with the following processing applications must be 
tested for Dimensional Stability and Print Durability with a 30°c 
Delicate Machine Wash Cycle as per Wash Stability. 
Foil Print, Glitter Print, Flock Print, Metallic Print, Diamontes, Glued on 
Applique’s 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   

FABRIC TYPE 
KNITS WITH ELASTANE (COTTON,SYNTHETICS AND 
BLENDS) 

   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 

* DIMENSIONAL STABILITY 50° C GENTLE CYCLE (x3) 
L/DRY- L ±5% max 

AATCC135 / 
AS2001.5.4 

* DIMENSIONAL STABILITY 50° C GENTLE CYCLE (X3) 
L/DRY- W ±5% max 

IS016322.2.3 
AATCC179 mtd1 opt1 (SKEW) SPIRALITY BW  ( S/J ONLY) 7% max 
IS016322.2.3 
AATCC179 mtd1 opt1 SPIRALLITY AFTER X3 WASH  (S/J ONLY ) 7% max 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-NYLON 3 -4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 

COLOURFASTNESS TO PERSPIRATION CHANGE OF 
SHADE 4 min 

ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-COTTON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION -NYLON 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                               -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                               -WET 3 min 
AS2001.4.BO2 
/AS2001.4.21 LIGHT FASTNESS (XENON ARC LAMB ) or (MBTF)  3-4min 

ENISO12945-1 ICI PILL BEFORE WASH                                                       4 hrs  N/A 

ENISO12945-1 
ICI PILL AFTER WASH (SYNTHETIC RICH ONLY AFTER IX 
MACH WASH                                                                         4 hrs  3-4 

BSEN14704-1 mtd A STRETCH-WARP                                                                     3N  30% min 

BSEN14704-1 mtd A STRETCH-WEFT                                                                      3N  100% min 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WARP  10% max 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WEFT 15% max 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY ( 3 X WASH CYCLE) 

No noticeable 
change 
CC: 3-4 min 

 AS2001.2.13 FABRIC WEIGHT  ±5% 

 
* NB    All fabrics with the following processing applications must be 
tested for Dimensional Stability and Print Durability with a 30°c 
Delicate Machine Wash Cycle X 3 
Foil Print, Glitter Print, Flock Print, Metallic Print, Diamontes, Glued on 
Applique’s 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS  
   
FABRIC TYPE NARROW  KNIT AND WOVEN  ELASTICS  
   
   
TEST  
PROCEDURE 
NUMBER 

TEST PROCEDURE 
  
  

STD 
  
  

AATCC135 / 
AS2001.5.4 

* WASH  DIMENSIONAL STABILITY @ 50° C GENTLE CYCLE 
(x1) L/DRY- L 

+2.0% 
-8.0% max 

 ELASTIC WEIGHT PER LINEAR MTR. (g/lin. M) 
 

As Specified 

Elastic Kickback test RESIDUAL EXTENSION AFTER KICKBACK (Loss of recovery 
after Full  stretch over 4 hrs) 

10% max 

BSEN14704-3  RESIDUAL EXTENSION AFTER STRETCH ( Loss of recovery 
after stretch x1) 

10% max 

ELASTIC TYPE WIDTH Minimum Original Load @ Full 
Extension 

   
Flat 3 - 10mm 2.0N 

 11 - 18mm 3.5N 
 19 – 24mm 4.0N 
 25 – 30mm 5.0N 
 31 – 50mm 6.5N 
   

Folding/Binding 10 – 16mm 2.5N 
 17 – 30mm 3.5N 
   

Fancy Elastic 3 – 10mm 2.4N 
 11 – 18mm 3.5N 
 19 – 24mm 4.4N 
 25 – 30mm 5.0N 
   

Shoulder Strap 3 – 10mm 3.5N 
   

Stretch Lace 10 – 19mm 2.0N 
 20 – 25mm 2.5N 
 25+mm 3.5N 
 
NB. For Fancy Elastics, the elastic width measurement shall exclude 
any picot, loop or design edge feature, where the feature edge has no 
elastic properties. 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS   
   
FABRIC TYPE KNITTED WOOL(HAND WASH ONLY)   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 DIMENSIONAL STABILITY 30° C HAND WASH (X 3) F/DRY -WA ±5% max 
AATCC135 / 
AS2001.5.4 DIMENSIONAL STABILITY 30° C HAND WASH (X 3) F/DRY--WE ±5% max 
ISO16322.2.3/ 
AATCC179 mtd1 opt1 (SKEW) SPIRALITY BEFORE WASH (SINGLE JERSEY ONLY) 7% max 
ISO16322.2.3 
AATCC179 mtd1 opt1 SPIRALITY AFTER X3 WASH (SINGLE JERSEY ONLY) 7% max 
ISO 105 C06  mod/ 
AS2001.4.15 COLOURFASTNESS TO WASHING 40°C CHANGE O F SHADE  4 min 
ISO 105 C06 mod/ 
AS2001.4.15 COLOURFASTNESS TO WASHING 40° C – COTTO N 3-4 min 
ISO 105 C06 mod / 
AS2001.4.15 COLOURFASTNESS TO WASHING 40° C – WOOL 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER – WOOL 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-COTTON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION – WOOL 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                     -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                     -WET 3 min 
AS2001.4.B02 
/AS2001.4.21 LIGHT FASTNESS  (XENON ARC LAMP) or  (MBTF)  3-4 

ENISO12945-1 ICI PILL BEFORE WASH                                                           4 hrs   N/A 

ENISO12945-1 ICI PILL AFTER WASH                                                              4 hrs  N/A 

BSEN14704-1 mtd A STRETCH-WARP                                                                          3N  REPORT 

BSEN14704-1 mtd A STRETCH-WEFT                                                                           3N  REPORT 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WARP  REPORT 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WEFT  REPORT 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY (3X WASH CYCLE) 

No noticeable 
change 
CC: 3-4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   

FABRIC TYPE 
 KNITS (MACHINE WASHABLE WOOL AND DELICATES 
FABRICS) 

   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 

* DIMENSIONAL STABILITY 40° C GENTLE CYCLE (X3) F/D RY 
- WA ±5% max 

AATCC135 / 
AS2001.5.4 

* DIMENSIONAL STABILITY 40° C GENTLE CYCLE (X3) F/D RY 
- WE ±5% max 

ISO16322.2.3/ 
AATCC179 mtd1 opt1 (SKEW) SPIRALITY BEFORE WASH (SINGLE JESEY ONLY) 7% max 
ISO16322.2.3/ 
AATCC179 mtd1 opt1 SPIRALITY AFTER X3 WASH (SINGLE JERSEY ONLY) 7% max 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 40°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 40° C-COTTON 3-4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 40° C-NYLON 4  min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PRESPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PRESPIRATION-COTTON 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PRESPIRATION-NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                -WET 3 min 
AS2001.4.B02 / 
AS2001.4.21 LIGHT FASTNESS  (XENON ARC LAMP) (MBTF)  3-4 

ISO12945-1 ICI PILL BEFORE WASH                                                        4hrs    N/A 

ISO12945-1 ICI PILL AFTER 1X MACHINE  WASH                                   4hrs  4 

BSEN14704-1 mtd A STRETCH-WARP                                                                      6N  REPORT 

BSEN14704-1 mtd A STRETCH-WEFT                                                                       6N  REPORT 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WARP  REPORT 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WEFT  REPORT 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY (3X WASH CYCLE) 

No noticeable 
change 
CC: 3-4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 

 
* NB    All fabrics with the following processing applications must be 
tested for Dimensional Stability and Print Durability with a 30°c 
Delicate Machine Wash Cycle as per Wash stability. 
Foil Print, Glitter Print, Flock Print, Metallic Print, Diamontes, Glued on 
Applique’s 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   
FABRIC TYPE WOVEN HAND WASHABLE WOOL AND DELICATES FABRIC 
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 DIMENSIONAL STABILITY 30° C HAND WASH  ( x3) F/DRY - WA ±5% max 

AATCC135 DIMENSIONAL STABILITY 30° C HAND WASH (X3)  F/DRY -WE ±5% max 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 30°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 30° C-COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 30° C-NYLON 3 -4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-COTTON 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                   -DRY 3 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                   -WET 4 min 
AS2001.4.B02 
/AS2001.4.21 LIGHT FASTNESS (XENON ARC LAMP) or (MBTF) 3-4 min 

AS2001.2.22/BS3320 SEAM SLIPPAGE-WARP                                                          80N  Max 6mm SO 

AS2001.2.22/BS3320 SEAM SLIPPAGE-WEFT                                                           80N  Max 6mm SO 

BSEN14704-1 mtd A STRETCH-WARP  (Elasticated fabric only)                                3N  REPORT 

BSEN14704-1 mtd A STRETCH-WEFT   (Elasticated fabric only)                                3N  REPORT 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WARP  (Elasticated fabric only)                                 REPORT 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WEFT   (Elasticated fabric only)                                 REPORT 

AS 2001.2.8 TEAR STRENGTH-WARP                                                                   10 N 

AS 2001.2.8 TEAR STRENGTH-WEFT                                                                    10 N 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY (3X WASH CYCLE) 

No noticeable 
change 
CC: 3-4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   
FABRIC 
TYPE 

NORMAL WOVEN SYNTHETICS,COTTON AND 
BLENDS   

   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 

* DIMENSIONAL STABILITY 50° C GENTLE CYCLE (X3) L/D RY - 
WA ±3% max 

AATCC135 
* DIMENSIONAL STABILITY 50° C GENTLE CYCLE (X3) L/D RY- 
WE ±3% max 

ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-COTTON 3-4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-NYLON 4  min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-COTTON 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                      -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                      -WET 3 min 
AS2001.4.B02 
/AS2001.2. LIGHT FASTNESS  (XENON ARC LAMP) or (MBTF) 3 - 4 

AS2001.2.22 SEAM SLIPPAGE-WARP                                                          80N Max 6mm SO 

AS2001.2.22 SEAM SLIPPAGE-WEFT                                                           80N Max 6mm SO 

AS 2001.2.8 TEAR STRENGTH-WARP                                                          10 N 

AS 2001.2.8 TEAR STRENGTH-WEFT                                                                      10 N 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY (3 X MACHINE WASH) 

No noticeable 
change 
CC: 3-4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 

 
* NB    All fabrics with the following processing applications must be 
tested for Dimensional Stability and Print Durability with a 30°c 
Delicate Machine Wash Cycle : 
Foil Print, Glitter Print, Flock Print, Metallic Print, Diamont÷s, Glued on 
Applique’s 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   
FABRIC TYPE NORMAL WOVEN VISCOSE   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 * DIMENSIONAL STABILITY 50° C GENTLE CYC LE (X3) L/DRY WA ±5% max 
AATCC135 / 
AS2001.5.4 * DIMENSIONAL STABILITY 50° C GENTLE CYC LE (X3) L/DRY WE ±5% max 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-NYLON 3 -4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-COTTON 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                       -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                       -WET 3 min 
AS2001.4.B02 
/AS2001.4.21 LIGHT FASTNESS ( XENON ARC LAMP) or ( MBTF) 3- 4 
AS2001.2.22 / 
BS3320 SEAM SLIPPAGE-WARP                                                               95N Max 6mm SO 
AS2001.2.22 / 
BS3320 SEAM SLIPPAGE-WEFT                                                                95N Max 6mm SO 

AS 2001.2.8 TEAR STRENGTH-WARP      10  min 

AS 2001.2.8 TEAR STRENGTH-WEFT                                                           10  min 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY (3 X MACINE WASH) 

No noticeable 
change 
CC: 3-4 min 

 AS2001.2.13 FABRIC WEIGHT ± 5% 

 
* NB    All fabrics with the following processing applications must be 
tested for Dimensional Stability and Print Durability with a 30°c 
Delicate Machine Wash Cycle : 
Foil Print, Glitter Print, Flock Print, Metallic Print, Diamontes, Glued on 
Applique’s 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   
FABRIC TYPE WOVENS DRYCLEANABLE ONLY   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
ISO3175.2 DIMENSIONAL STABILITY DRY CLEAN- WARP (1 CYCLE) ±5% max 

ISO3175.2 DIMENSIONAL STABILITY DRY CLEAN- WEFT (1 CYCLE) ±5% max 

AS2001.4.16 COLOURFASTNESS DRY CLEANING  CHANGE OF SHADE  4-5 min 

AS2001.4.16 COLOURFASTNESS DRY CLEANING -COTTON 4  min 

AS2001.4.16 COLOURFASTNESS DRY CLEANING -NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                               -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                               -WET 3 min 
AS2001.4.BO2 / 
as2001.4.21 LIGHT FASTNESS  ( XENON ARC LAMP) or (MBTF) 4 min 
AS2001.2.22 / 
BS3320 SEAM SLIPPAGE-WARP                                                    95N Max 6mm SO 
AS2001.2.22 / 
BS3320 SEAM SLIPPAGE-WEFT                                                     95N Max 6mm SO 

BSEN14704-1 mtd A STRETCH-WARP    (Elasticated fabric only)                              R 

BSEN14704-1 mtd A  STRETCH-WEFT     (Elasticated fabric only)                                 N/A 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WARP  (Elasticated fabric only)                                 N/A 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WEFT (Elasticated fabric only)                                 N/A 

AS 2001.2.8 TEAR STRENGTH-WARP                                                            10 N 

AS 2001.2.8 TEAR STRENGTH-WEFT                                                             10 N 

Commercial PRINT CHECK (1X  DRY CLEAN CYCLES ) 

No noticeable 
change 
CC: 3-4 min 

 AS2001.2.13 FABRIC WEIGHT  ±5% 
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DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   
FABRIC 
TYPE DENIM, COTTON- NONE STRETCH   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 * DIMENSIONAL STABILITY 50° C GENTLE CYCLE (X3) L/DR Y WA ±5%max 
AATCC135 / 
AS2001.5.4 * DIMENSIONAL STABILITY 50° C GENTLE CYCLE (X3) L/DR Y WE ±5%max 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-COTTON 3-4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-NYLON 2 -3 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 2-3 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-COTTON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-NYLON 2-3 min 
ISO 105X12 / 
AS 2001.4.3 RUB FASTNESS                                                                      -DRY 3 min 
ISO 105X12 / 
AS 2001.4.3 RUB FASTNESS                                                                      -WET 2 min 
AS2001.4.BO2 / 
As2001.4.21 LIGHT FASTNESS  ( XENON ARC LAMP) or (MBTF) 3.- 4 
AS2001.2.22 / 
BS3320 SEAM SLIPPAGE-WARP                                                            95 N Max 6mm SO 
AS2001.2.22 / 
BS3320 SEAM SLIPPAGE-WEFT                                                            95 N Max 6mm SO 

AS 2001.2.8 TEAR STRENGTH-WARP                                                               10N 

AS 2001.2.8 TEAR STRENGTH-WEFT                                                                10N 

AATCC135 
AS2001.5.4 PRINT DURABILITY ( 3 X WASH CYCLE) 

 No noticeable 
change 
CC: 3-4 min 

 As2001.2.13 FABRIC WEIGHT  +-5% 

 
• NB  All Colourfstness tests must be done after one 

machine wash line dry cycle as per Wash Stability 
•  All fabrics with the following processing applications must be 

tested for Dimensional Stability and Print Durability with a 30°c 
Delicate Machine Wash Cycle : 

Foil Print, Glitter Print, Flock Print, Metallic Print, Diamontes, Glued on 
Applique’s 
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• NB  All Colourfastness test should be done after 1x  

machine wash/dry cycle as per Dimensional Stability  
•  All fabrics with the following processing applications must be 

tested for Dimensional Stability and Print Durability with a 30°c 
Delicate Machine Wash Cycle : 

Foil Print, Glitter Print, Flock Print, Metallic Print, Diamontes, Glued on 
Applique’s 
 
 

DRESS FABRIC TEST PERFORMANCE SPECIFICATIONS 
   
FABRIC TYPE STRETCH DENIM, COTTON/ELASTANE   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 *DIMENSIONAL STABILITY 50° C GENTLE CYCL E (X3 ) L/DRY-WA ±5%max 
AATCC135 / 
AS2001.5.4 *DIMENSIONAL STABILITY 50° C GENTLE CYCL E (X3) L/DRY-WE ±5%max 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-COTTON 3-4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50° C-NYLON 2 -3 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 2-3 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-COTTON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-NYLON 2-3 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                       -DRY 3 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                       -WET 2 min 
AS2001.4.BO2 
/AS2001.4.21 LIGHT FASTNESS (XENON ARC LAMP) or (MBTF) 3- 4 

AS2001.2.22/BS3320  SEAM SLIPPAGE-WARP                                                               95 N Max 6mm SO 

AS2001.2.22/ BS3320 SEAM SLIPPAGE-WEFT                                                                95 N Max 6mm SO 

BSEN14704-1 mtd A STRETCH-WARP    (Elasticated fabric only)                                  5% min  

BSEN14704-1 mtd A STRETCH-WEFT       (Elasticated fabric only)                                  10%min 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WARP  (Elasticated fabric only)                                 REPORT 

BSEN14704-1 mtd A RESIDUAL EXTENSION-WEFT   (Elasticated fabric only)                                 REPORT 

AS 2001.2.8 TEAR STRENGTH-WARP                                                                   10 N 

AS 2001.2.8 TEAR STRENGTH-WEFT                                                                  10 N 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY (3 X MACHINE WASH) 

No noticeable 
change 
CC: 3-4 min 

 AS2001.2.13 FABRIC WEIGHT  ±5% 
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BED LINEN / QUILTING PERFORMANCE 
SPECIFICATIONS   

   
FABRIC 
TYPE 

WOVEN FABRIC (COTTON,POLYESTER,NYLON OR 
BLENDS)   

   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 
/AS2001.5.4 

DIMENSIONAL STABILITY NORMAL WASH 50° C (X3) T/DRY WARM -WA 
 ±5% max 

AATCC135 
/AS2001.5.4 

DIMENSIONAL STABILITY NORMAL WASH 50° C (X3) T/DRY WARM - WE                                                                                                                   
 ±5% max 

ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING CHANGE OF SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING-COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING-NYLON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 3-4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-CHANGE OF SHADE 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-COTTON 4 min 
ISO 105 E04 / 
AS 2001.4. E04 COLOURFASTNESS TO PERSPIRATION-NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                                   -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                                   -WET 3-4 min 
AS2001.2.22 / 
BS 3320 SEAM SLIPPAGE -WARP    & WEFT                                                        80N  Max 6mm SO 

AS2001.2.8 TEAR STRENGTH  - WARP & WEFT 10N  
AS2001.4.B02 
/AS2001.4.21 LIGHT FASTNESS (BED LINEN)    

                    DARK/MEDIUM SHADE       > 1/25 4 min 

                   LIGHT SHADE                          1/25 & < 1/25 3-4 min 

                   WHITE 3-4 min 
AS2001.4.B02 / 
AS2001.4.21 LIGHT FASTNESS (BEDSPREADS/COMFORTERS/COVERLETS)    

  DARK/MEDIUM SHADE                        > 1/25 4-5 min 

  LIGHT SHADE                               1/25 < 1/25  4 min 

  WHITE 3-4 min 

C.M.C COLOUR MATCHING  10 D OBSERVER(DELTA E) 1.5 units 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY (3 X MACHINE WASH) 

No noticeable 
change 
CC: 4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 

AS2001.2.5 THREAD PER UNIT LENGTH      AT 10cm²                                                         +-5% 
AS 3789.6 
Martindale PILLING RESISTANCE   WOVENS (T/C ONLY) 3-4 min 
ISO12945-1 ICI 
Pill Box PILLING RESISTANCE   KNITS (T/C ONLY) 3-4 min 
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                            CUSHION TEST PERFORMANCE SPECIFICATIONS   
   
FABRIC TYPE WOVEN FABRIC (MACHINE WASHABLE)   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 DIMENSIONAL STABILITY(COTTON ONLY) 50°C NORMAL CYCLE (X3) - WA                                                                                                ±5% max 
AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY(COTTON ONLY) 50°NORMAL CYCLE (X3) -WE                                                                                                      
 ±5% max 

AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY(BLENDS) 50°C MACHINE WASH (X3 ) T/DRY  - 
WA 3% max 

AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY(BLENDS) 50°C MACHINE WASH (X3 ) T/DRY - 
WE 3% max 

ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING  50°C                     CHANGE OF SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING50°C                                          -COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING50°C                                          -NYLON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                                      -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                                      -WET 3-4 min 
AS2001.4.B02 / 
AS2001.4.21 LIGHT FASTNESS (XENON ARC LAMP) or  (MBTF)   

                            DARK SHADE    1/1 & > 1/1 4-5 min 

                       MEDIUM SHADE    > 1/25 & < 1/1 4 min 

                             PASTELS         1/25 & < 1/25 3-4 min 

AS2001.2.3-1 TENSILE STRENGTH   (WHEN REQUIRED)   

  FABRIC 150N min 
AS2001.2.3-1 
 MODIFIED TASSEL 50N min 
 AS2001.2.3- 1 
MODIFIED FRINGE 10N min 

AS 2001.2.8 TEAR STRENGTH-WARP (WHEN REQUIRED) 6N min 

AS 2001.2.8 TEAR STRENGTH-WEFT 6N min 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY ( 3 X MACHINE WASH) 

No noticeable 
change 
CC: 4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 
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FURNISHING FABRIC TEST PERFORMANCE SPECIFICATIONS    
   
FABRIC 
TYPE WOVEN FABRIC                                                     20/05/2010 
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
  PLAIN/TWILL/ JACQUARD  WEAVE COTTON   
AATCC135 / 
AS2001.5.4 DIMENSIONAL STABILITY  50°C NORMAL WASH (x3) L/DRY - WE    ±5% max 
AATCC135 / 
AS2001.5.4 DIMENSIONAL STABILITY  50°NORMAL WASH (X 3) L/DRY -  WA   ±5% max 

  PLAIN/TWILL / JACQUARD WOOL AND BLENDS   

AS2001.5.4 
DIMENSIONAL STABILITY  40 C HAND WASH L/DRY                   - 
WEFT ±5% max 

AS2001.5.4 
DIMENSIONAL STABILITY  40 C HAND WASH L/DRY                   - 
WARP ±5% max 

  PLAIN / TWILL/ JACQUARD SYNTHETIC AND BLENDS    
AATCC135 / 
AS2001.5.4 DIMENSIONAL STABILITY  50°C NORMAL WASH L/DRY             - WEFT ±3% max 
AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY  50°C NORMAL WASH L/DRY             - 
WARP ±3% max 

  DRY CLEAN ONLY    

Commercial 
DIMENSIONAL STABILITY  COMMERCIAL DRY CLEAN               - 
WEFT ±3% max 

Commercial 
DIMENSIONAL STABILITY  COMMERCIAL DRY CLEAN               - 
WARP ±3% max 

AS2001.4.16 COLOURFASTNESS TO DRYCLEANING CHANGE OF SHADE  4-5 min 

 WASHABLE  
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4-5 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING  50°C                                  -COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C                                    -NYLON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4-5 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER                                              -COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER                                                -NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                               -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                               -WET 3-4 min 

ENISO14184 P 1 FREE FORMALDEHYDE                                                                       ppm 300 max 
AS2001.4.B02 
/AS2001.4.21 

LIGHT FASTNESS (XENON ARC LAMP) or  (MBTF)  DYED AND 
PRINTED FABRIC   

  BLUE SCALE RATING    

  DARK SHADE                 1/1  & > 1/1 5-6 min 

  MEDIUM SHADE            > 1/25 & < 1/1 4-5 min 

  LIGHT SHADE                 1/25 & < 1/25 3-4 min 

  WHITE 3-4 min 

C.M.C COLOUR MATCHING  10 D OBSERVER (DELTA E) 1.0 units 

AS 2001.2.8 TEAR STRENGTH-WARP 10 N min 

AS 2001.2.8 TEAR STRENGTH-WEFT 10 N min 
AS 2001.2.3.2 / 
ASTM5034 BREAKING FORCE – GRAB METHOD 150 N min 
AS2001.2.22 / 
BS 3320 SEAM SLIPPAGE 95N min 

AATCC135 / 
AS2001.5.4 PRINT CHECK (3X WASHES) 

No noticeable 
change 
CC: 4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 
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CURTAIN TEST PERFORMANCE SPECIFICATIONS    
   
FABRIC 
TYPE 

WOVEN FABRIC ( COTTON,POLYESTER,NYLON OR BLENDS) 

   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
  PLAIN/TWILL WEAVE COTTON    

AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY  50°C NORMAL WASH (x3) L/DRY - WE    ±5% max 

AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY  50°NORMAL WASH (X3) L/DRY -  WA   ±5% max 

  PLAIN/TWILL WEAVE COTTON FACE, ACRYLIC BACKED    

AS2001.5.4 DIMENSIONAL STABILITY  40 C HAND WASH L/DRY                   - 
WEFT 

±3% max 

AS2001.5.4 DIMENSIONAL STABILITY  40 C HAND WASH L/DRY                   - 
WARP 

±3% max 

  WARP KNITTED &WOVEN POLY ESTER & COMBINATIONS     

AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY  50°C NORMAL WASH L/DRY             - WEFT ±3% max 

AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY  50°C NORMAL WASH L/DRY             - 
WARP 

±3% max 

  DRY CLEAN ONLY    

Commercial DIMENSIONAL STABILITY  COMMERCIAL DRY CLEAN               - 
WEFT 

±3% max 

Commercial DIMENSIONAL STABILITY  COMMERCIAL DRY CLEAN               - 
WARP 

±3% max 

AS2001.4.16 COLOURFASTNESS TO DRYCLEANING CHANGE OF SHADE  4-5 min 

 WASHABLE   

ISO 105 C06 / 
AS2001.4.15 

COLOURFASTNESS TO WASHING 50°C CHANGE OF SHADE  4-5  min 

ISO 105 C06 / 
AS2001.4.15 

COLOURFASTNESS TO WASHING  50°C                                  -COTTON 4 min 

ISO 105 C06 / 
AS2001.4.15 

COLOURFASTNESS TO WASHING 50°C                                    -NYLON 3-4 min 

ISO 105 E01 / 
AS 2001.4.E01 

COLOURFASTNESS TO WATER- CHANGE OF SHADE  4-5 min 

ISO 105 E01 / 
AS 2001.4.E01 

COLOURFASTNESS TO WATER                                              -COTTON 4 min 

ISO 105 E01 / 
AS 2001.4.E01 

COLOURFASTNESS TO WATER                                                -NYLON 3-4 min 

ISO 105X12 / 
AS 2001.4.3 

RUBFASTNESS                                                                           -DRY 4 min 

ISO 105X12 / 
AS 2001.4.3 

RUBFASTNESS                                                                           -WET 3-4 min 

ENISO14184 P 1 FREE FORMALDEHYDE                                                                       ppm 300 max 

AS2001.4.B02 
/AS2001.4.21 

LIGHT FASTNESS (Xenon Arc Lamp) or (MBTF) - DYED AND PRINTED 
FABRICs 

  

  BLUE SCALE RATING    

  DARK SHADE                 1/1  & > 1/1 5-6 min 

  MEDIUM SHADE            > 1/25 & < 1/1 4-5 min 

  LIGHT SHADE                 1/25 & < 1/25 3-4 min 

  WHITE 3-4 min 

C.M.C COLOUR MATCHING  10 D OBSERVER(DELTA E) 1.0 units 
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TOWELS TEST PERFORMANCE SPECIFICATIONS   

   
FABRIC 
TYPE TOWELS AND SIMILAR PRODUCTS   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 
/AS2001.5.4 DIMENSIONAL STABILITY  50°C NORMAL WASH  T/DRY              - WEFT ±5% max 
AATCC135 
/AS2001.5.4 DIMENSIONAL STABILITY  50°CNORMAL WASH T/DRY             - WARP ±5% max 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING  50°C                                      -COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING  50°C                                       -NYLON                               3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER                                                  -COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER                                                   -NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                                    -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                              -WET 3-4 min 
AS2001.4.B02 
/AS2001.4.21 

LIGHT FASTNESS (XENON ARC LAMP) or (MBTF) - DYED AND PRINTED 
FABRICS   

  BLUE SCALE RATING    

  DARK SHADE                 1/1 & > 1/1 4-5 min 

  MEDIUM SHADE            > 1/25 & < 1/1 4 min 

  LIGHT SHADE                 1/25 & < 1/25 3-4 min 

  WHITE 3-4 min 
ISO105 E03 / 
AS2001.4.5 

CHLORINATED WATER FASTNESS ( 20mg/l available Chlorine)-CHANGE 
OF SHADE 4 min 

ISO 105 E02 / 
AS2001.4.E02 SEA WATER FASTNESS                     - CHANGE OF SHADE 4 min 
ISO 105 E02 / 
AS2001.4.E02 SEA WATER FASTNESS                     - COTTON 4 min 
ISO 105 E02 / 
AS2001.4.E02 SEA WATER FASTNESS                     - NYLON 4 min 

AATCC 79 WATER ABSORBENCY ( AFTER 1X MACH. WASH)     
Within 10 
seconds 

C.M.C COLOUR MATCHING  10 D OBSERVER (DELTA E) 1.5 units 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY ( 3x WASHES) 

No noticeable 
change 
CC: 4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 
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KITCHEN CO-ORDINATES   
   
FABRIC 
TYPE Tablecloths / Tea Towels / Oven Mitts / Place mats / Napery  
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY (COTTON) 50°C NORMAL WASH (X3) L/DRY                                 
                                                                                                - WARP / WEFT ±5% max 

AATCC135 / 
AS2001.5.4 

DIMENTIONAL STABILITY (POLYESTER/COTTON) 50°C NORMA L WASH 
(X3) T DRY WARM ±3%max 

ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING 50°C CHANGE O F SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING  50°C                                      -COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING  50°C                                       -NYLON                               3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER                                                  -COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER                                                   -NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                                   -DRY 4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS                                                                                  -WET 3-4 min 
AS2001.4.B02 
/AS2001.4.21 

LIGHT FASTNESS  (XENON ARC LAMP) or (MBTF) - DYED AND PRINTED 
FABRICS   

  BLUE SCALE RATING    

  DARK SHADE                 1/1 & > 1/1 4-5 min 

  MEDIUM SHADE            > 1/25 & < 1/1 4 min 

  LIGHT SHADE                 1/25 & < 1/25 3-4 min 

  WHITE 3-4 min 

AS2001.2.8 TEAR STRENGTH 6N min 
AS2001.2.3.2 / 
ASTMD5034 TENSILE STRENGTH – GRAB METHOD 150N min 

AATCC 79 WATER ABSORBENCY ( AFTER 1X MACH. WASH)     
Within 10 
seconds 

C.M.C COLOUR MATCHING  10 D OBSERVER (DELTA E) 1.5 units 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY ( 3x MACHINE WASH) 

No noticeable 
change 
CC: 4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 
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RUG TEST PERFORMANCE SPECIFICATIONS   
   
FABRIC 
TYPE 

RUGS – HAND AND MACHINE WASHABLE   

   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY (COTTON)  30°C NORMAL WASH L/DRY               
                                                                                             - WARP /  WEFT 

±5% max 

AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY (SYNTHETIC & BLENDS)  30°C NO RMAL 
WASH L/DRY                                                                        - WARP / WEFT 

±3% max 

ISO 105 C06 / 
AS2001.4.15 

COLOURFASTNESS TO WASHING 40°C CHANGE OF SHADE  4 m in 

ISO 105 C06 / 
AS2001.4.15 

COLOURFASTNESS TO WASHING  40°C                                      -COTTON 4 min 

ISO 105 C06 / 
AS2001.4.15 

COLOURFASTNESS TO WASHING  50°C                                       -NYLON                          3-4 min 

ISO 105 E01 / 
AS 2001.4.E01 

COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 

ISO 105 E01 / 
AS 2001.4.E01 

COLOURFASTNESS TO WATER                                                  -COTTON 4 min 

ISO 105 E01 / 
AS 2001.4.E01 

COLOURFASTNESS TO WATER                                                   -NYLON 3-4 min 

ISO 105X12 / 
AS 2001.4.3 

                                                                            RUBFASTNESS    -DRY 4 min 

ISO 105X12 / 
AS 2001.4.3 

                                                                           RUBFASTNESS     -WET 3-4 min 

AS2001.4.B02 
/AS2001.4.21 

LIGHT FASTNESS (ENON ARC LAMP) or (MBTF) - DYED AND PRINTED 
FABRICS 

  

  BLUE SCALE RATING    

  DARK SHADE                 1/1 & > 1/1 4-5 min 

  MEDIUM SHADE            > 1/25 & < 1/1 4 min 

  LIGHT SHADE                 1/25 & < 1/25 3-4 min 

  WHITE 3-4 min 

AATCC135 / 
AS2001.5.4 

PRINT DURABILITY ( 3x WASHES) No noticeable 
change 
CC: 4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 

ASNZS2111.15 / 
ASTM1335 

TUFT WITHDRAWAL 20N min 
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                            BEAN BAG TEST PERFORMANCE SPECIFICATIONS   
   
FABRIC TYPE WOVEN FABRIC (MACHINE WASHABLE)   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
2001.5.4 

DIMENSIONAL STABILITY(COTTON ONLY) 50°C MACHINE WAS H (3x) L/DRY                                                                                                      
                                                                                                             - WARP / WEFT ±5% max 

AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY(BLENDS) 50°C MACHINE WASH (3X) T/DRY                    
                                                                                                             - WARP / WEFT ±3% max 

ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING  50°C                             CHANGE OF SHADE  4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING50°C                                                  -COTTON 4 min 
ISO 105 C06 / 
AS2001.4.15 COLOURFASTNESS TO WASHING50°C                                                    -NYLON 3-4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER- CHANGE OF SHADE  4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-COTTON 4 min 
ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-NYLON 3-4 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS-DRY 3 min 
ISO 105X12 / 
AS 2001.4.3 RUBFASTNESS-WET 3-4 min 
AS2001.4.B02/ 
AS2001.4.21 LIGHT FASTNESS (XENON ARC LAMP) or (MBTF)   

                            DARK SHADE    1/1 & > 1/1 4-5 min 

                       MEDIUM SHADE    > 1/25 & < 1/1 4 min 

                             PASTELS         1/25 & < 1/25 3-4 min 
AS2001.2.3.2 / 
ASTMD5034 TENSILE STRENGTH  - GRAB METHOD                                       - WARP / WEFT 150N min 
AS2001.2.22 / 
BS 3320 SEAM SLIPPAGE   (TEST ON ACTUAL SEAM)                                         95N min 

AS2001.2.20 SEAM STRENGTH  (TEST ON ACTUAL SEAM)                                             120N min 

AS 2001.2.8        * TEAR STRENGTH-WARP 8N min 

AS 2001.2.8        * TEAR STRENGTH-WEFT 8N min 

AATCC135 / 
AS2001.5.4 PRINT DURABILITY ( 3 X WASHES) 

No 
noticeable 
change 
CC: 4 min 

 AS2001.2.13 FABRIC WEIGHT  +-5% 

 
 
*NB - As small lightweight beads present a severe d anger to   
          children if swallowed or inhaled it is im perative to ensure   
          the following requirements are in place. 

• Double or triple stitching to be used in order to p revent any 
seam slippage or breakage and the beads from escapi ng 
during use.  

• Child resistant zipper fasteners with no tags or ha ndles to 
be used and a locking mechanism to prevent the slid ing 
piece from opening 
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KNITTING YARN TEST PERFORMANCE 
SPECIFICATIONS   

   
FABRIC 
TYPE WOOL AND BLENDS   
   
   
TEST  TEST PROCEDURE STD 
PROCEDURE     
NUMBER     
AATCC135 / 
AS2001.5.4 

DIMENSIONAL STABILITY 30° C DEL. MACH WASH 
(X1) F/DRY  ±5% max 

ISO 105 C06  
mod/ 
AS2001.4.15 

COLOURFASTNESS TO WASHING 40°C CHANGE 
OF SHADE  4 min 

ISO 105 C06 
mod/ 
AS2001.4.15 COLOURFASTNESS TO WASHING 40°- multi fi bre 4 min 
ISO 105 E01 / 
AS 2001.4.E01 

COLOURFASTNESS TO WATER- CHANGE OF 
SHADE  4 min 

ISO 105 E01 / 
AS 2001.4.E01 COLOURFASTNESS TO WATER-multi fibre 4 min 
ISO 105X12 / 
AS 2001.4.3 

RUBFASTNESS                                                                     
-DRY 4 min 

ISO 105X12 / 
AS 2001.4.3 

RUBFASTNESS                                                                     
-WET 3 min 

AS2001.4.B02 
/AS2001.4.21 LIGHT FASTNESS  (XENON ARC LAMP) or  (MBTF)  3-4 

 LENGTH / BALL -2% max 
 AS2001.7 
ISO1833 FIBRE CONTENT AS STATED 
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SEWING THREAD TEST PERFORMANCE SPECIFICATIONS  
   
FABRIC 
TYPE ALL FIBRES   
   
   
TEST  TEST PROCEDURE STD 
PROCEDUR
E     
NUMBER     
ASTM D2259 
ISO 105 P01 SHRINKAGE IN WASHING  50˚C -5% Max 
ASTMD2259 
ISO 105 P01 SHRINKAGE IN DRY HEAT  (1 min @ 160°C) -5% Max 

ISO 105 C06 
AS 2001.4.15 

COLOURFASTNESS TO WASHING  50°C  - CHANGE 
OF SHADE 

- MULTI 
FIBRE 

4 Min 

4 Min 

ISO 105 E01 
AS2001.4.E01 

COLOURFASTNESS TO WATER                -  CHANGE 
OF SHADE 

- MULTI 
FIBRE 

4 Min 

4 Min 

AS2001.4.16 
COLOURFASTNESS TO DRY CLEANING – CHANGE 
OF SHADE 4 Min 

ISO2062 
AS2001.2.7 SINGLE YARN STRENGTH  23N Min 

ASTM D204 LENGTH OF THREAD /CONE -2% Max 
AS 2001.7 
ISO 1833 FIBRE CONTENT As Specified 

SPECTRO. 
COLOUR VARIATION BETWEEN CONES             DE  
READING 1.3 Max 
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Spotlight Pty Ltd 
Approved Testing Laboratories 

Overseas 
 
SGS  Hong Kong 
                      
                    5/F- 8/F & 28/F, Metropole Square 
                    2 On Yiu Street, Siu Lek Yuen 
                    Shatin, N.T. , Hong Kong 
                Tel. (853)2334 4481 
 
SGS China    -  Shanghai Lab . 
 
                       1/F, 3rd Building , No. 889 Yishan Road 
                        Xuhui District Shanghai 
                        China 200233 
                   Tel. 86-21-6140 2666 ext No. 2801 ;2811 

              
SGS China  -   Qingdao Lab  
 
                         1/F , SGS Centre 
                          No. 143, Zhu Zhou Road 
                          Hi Tech Industrial Park 
                          Qingdao , China C.P.C. 266101 
                     Tel. 86-532-8388-4408 ext. No 201/202 
 
SGS China  – Guangzhou lab  
 
                         2/F , 198 Kezhu Road, Scientific Park 
                         Guangzhou Economic & Technology 
                         Development District, Guangzhou 
                         Guandong, China 510663 
                     Tel. 86-20-8215 5624 / 5610 /5643 /5646 
 
SGS China – Hangzhou Lab  
 
                      5/F the 4th Building, No 1180  Bin’an Rd. 
                       Hang Zhou, China P.C 310052 
                     Tel. 0571 - 89829215     
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Spotlight Pty Ltd 
Approved Testing Laboratories 

Overseas 
 
 
 
 
SGS China – Changzhou Lab  
 
                    3/F No. 158 LongCheng  Avenue, 
                    ChangZhou, Jiang Su 
                    China P>C 213000 
 
 
SGS India    Thane ( Mumbai)  
                      A-77 Main Road #16 
                      Wagle Industrial Estate 
                      Thane  400 604 Mumbai 
                    Tel. +91-22-25821545,25821298,25821538 
                    Telefax : +91-22-25823636 
 
SGS India     Gurgaon (New Delhi)  
                      250 Udyong Vihar,p Phase IV 
                      Gurgaon 122015  India 
                     Tel. +91-124-2399990-98 
                     Telefax +91-124-2399766 
                   
 
SGS India      Bangalore  
                               No. 23, Siva Arcade, 29th Main, 1st Stage 
                               BTM Layout 
                               Bangalore 560 076      India 
                            Tel. +91-80-26789025-28 
                            Telefax. +91-80-26787820 
 
 
SGS India     Chennai (Madras)  
                              1/509 A Old Mahabalipuram Road 
                              Opposite Govt School 
                              Thoraipakkam 
                              Chennai 600 096 
                            Tel. +91-44-24963844, 24962822 
 
SGS Singapore  
                        Contact : YC Tham (Ms) 
                     Tel. (65) 6379 0153 
                      Email.  yc.tham@sgs.com 
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Spotlight Pty Ltd 
Approved Testing Laboratories 

   Overseas    
 
SGS  Bangladesh 
                   6th to 7th Floor, Noor Tower 
                   110, Bir uttam C.R Datta Road 
                   Dhaka -1205, Bangladesh 
                 Tel. 880 (0) 2 967 6500 
                 Email. yeasmin.akhter@sgs.com 
 
SGS  Pakistan    Karachi lab  
                   Contact: Mr. Mehmood Khan 
                           Tel. (9221) 111-222-747 (ext:204) 
                          Email. mehmood.khan@sgs.com 
 
SGS Vietnam  
                     Contact : Phong Tran 
                Tel. 84-8 37 70 03 39 (ex 118)      
               Email. phong.tran@sgs.com 
 
 

 
Intertek Testing  China -  Shanghai Lab  
                                2nd Flr No. 2 Building 
                                Shanghai Comalong Industrial Park 
                                889 Yishan Road 
                                Puxi Shanghai, 200233 
                                China 
                            Tel. +86 (21) 60917333/60917230 
                             Email :anny.zhang@intertek.com 
 
 Intertek Testing China – Guangzhou Lab  
                               3F Hengyun Building 
                               728 Kai Fa Ave 
                               Guanzhou Economic & Technological               
                               Development District 
                               Guangzhou 510730 
                            Tel. +86 20 20209261/20209242 
                             Email :many.luo@intertek.com 
 
  
Intertek Testing China – Qingdao Lab  
                                 4th Flr. Black 2, Shilaoren Base 
                                 No. 143 Zhushou Road , High Tech Park 
                                 Qingdao 266100, Shandong 
                                 China 
                                Tel.: +86 532 80993792/80993781 
                                 Email :mily.zhang@intertek.com 
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Spotlight Pty Ltd 
Approved Testing Laboratories 

   Overseas                 
                                  
Intertek Testing China – Hangzhou Lab  
                                 3-4 Flr. No. 6 Building 
                                 1180 Road High & New Tech Zone   
                                  (Binjiang), Hangzhou 
                                 China 
                                Tel.: +86 571 87688255/87688263 
                                 Email : lucy.zhao@intertek.com 
 
 
Intertek Testing China – Wuxi Lab  
                                 Intertek Building No. 8 Fubei Road 
    Xishan Economic Development Zone                                  
    Wuxi Jiangsu 214101 
              China 
                       Tel.: +86 510 88218515/88218593 
                                  Email : leona.zhu@intertek.com 
 
Intertek Testing China – Tianjin Lab  
                                 4 Flr Unit AB Block C2 
     Xinmao Technology Park 
     Hua Yuan Hi Tech Park 
    Tianjin 300384 
   China 
                                Tel.: +86 22 83712825 /83712205 
    Email :  alice.ji@intertek.com 
 
 
Intertek Testing China –  Ningbo Lab  
                                 2F OF Minor Building 
    No. 6 East Yongxing Road 
    Songzhao Bridge, Yinzhou District 
    Ningbo, Zhejiang 
                                 China 
                                Tel.: +86 574 88183651/88183657 
   Email :  phoebe,chen@intertek.com 
 
 
 
Intertek Testing India – New Delhi Lab  
                             290 Udyog Vihar 
   Phase II, Haryana 122016 
   India 
                                Tel :  +91 124 4503413   
   Email : manish.nangia@intertek.com 
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Spotlight Pty Ltd 
Approved Testing Laboratories 

   Overseas    
 
Intertek Testing India – Mumbai Lab  
                             Akruti Corporate Park 
    G3, Opp. Naval Civilian Colony 
   Kanjurmarg West, Mumbai 400079 
   India 
                                Tel :  +91 22 67976952   
   Email : rekha.satheesh@intertek.com 
 
 
Intertek Testing India – Bangalore Lab  
                             17 Flr. Industrial Suburb 
   2nd Stage, Industrial Area 
   Yeshwanthpur, Bangalore 560022 
   India 
                                Tel :  +91 80  40213718   
   Email : hemalatha.hs@intertek.com 
 
Intertek Testing India – Tirupur Lab  
                             Aristo International Building 
   No. 10 Maveer Colony 
   Sabapathipuram, Tirupur 641601 
   Tamil Nadu 
   India 
                                Tel :  +91 421  4306631   
   Email : muthukumar.m@intertek.com 
 
 
Intertek Testing Pakistan – Karachi Lab  
   First Flr. S/94-A 
   Gulbai, S.I.T.E. Area 
   Karachi 
   Pakistan 
                               Tel :  +  92 21 2590154-58 
                          Email : sabbara.zafar@intertek.com 
 
  
Intertek Testing Bangladesh – Dhaka Lab  
   TK Bhaban 5 & 6 Flr 
   13 Kawran Bazar C/A 
   Dhaka 1215 
   Bangladesh                                
   Tel :  +  880 2 8156226 - 8 
                          Email : mamun.hossain@intertek.com 
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Spotlight Pty Ltd 
Approved Testing Laboratories 

   Overseas    
 
Intertek Testing Vietnam – Ho Chi Minh City Lab  
                             1st Flr. E. Town EW Building 
                              363 Cong Hoa Street Ward 13 
                              Tan Binh District 
                              Ho Chi Minh City 
                             Vietnam 
                       Tel :  + 84 8 2971099 
   Email : trang.pham@intertek.com     
  
    
 
Intertek Testing Korea – FITI  Lab  
   892-64 Chegidong 
   Dongdaemun-Gu 
   Seoul 10-062  
   Korea 
                       Tel :  + 82 2 32998091 
   Email : fiti@fiti.re.kr    
                             
Intertek Testing Thailand – Bangkok  Lab  
   5/1 Phaholyotin 
   28 Phaholyotin Road 
   Bangkok 10900  
   Thailand 
                       Tel :  + 66 2 9306554 / 0661 
  Email : ladtaka.wongwiboonporn@intertek.com 
 
Intertek Testing Indonesia – Jakarta Lab  
   Citrabuana Indoloka Building 
   Jalan Cikini IV No. 2, Gondangdia 
   Jakarta 10330 
   Indonesia 
                       Tel :  + 62 21 3918584 
   Email : made.widyani@intertek.com 
 
 
Intertek Testing Services (S) Pte Ltd- Singapore  
                               5 Pereira Road 
                               06-01/03 Asiawide Industrial Building 
                               Singapore 368035 
                                  Tel : +65 63888666 
                                  Contact :  Wong Lai Yee  
                               email: laiyee.wong@intertek.com 
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Spotlight Pty Ltd 
Approved Testing Laboratories 

                          Australia       
 
 
 
 
Korea      KOTITI  (Korean Textile Inspection & Testing   
                Institute) 
                              819-5, Yeoksam1-Dong, Gangnam-Ku 
                              Seoul, 135-932 Korea 
                           Tel. +82-2-345-7000 
 
       
          
 
RMIT TEXTILE TESTING SERVICES 
                   25 Dawson Street 
                   Brunswick Victoria 3056  
                   Australia 
               Tel. +61(03) 99259120 / 9142 
               Email . textiletesting@rmit.edu.au 
 
 
   AWTA 
               1st Floor , 191 Racecourse Road 
                Flemington Vic. 3031 
                P.O Box 240, nth Melbourne 
                Vic. 3050    Australia 
                Tel. +61(03) 93712400 
                Email. textiles@awta.com.au 
 
 
  CSIRO 
              CSIRO Textile & Fibre Technology 
              Colac Road 
              Belmont Vic. 3216 
              Tel. +61(03)52464000 
              Emai l. TFT-texlab@csiro.au 
 
 
TQRTM (GRAHAM WALTERS & ASSOCIATES) 
              U13 / 147 Marshalltown Road 
              Grovedale Vic. 3216 
             Tel. +61(03)52437791 
              Email. graham_walters@bigpond.com 


